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 Product Discontinuation 
Notices 
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March 2, 2015 

 Vision Sensors / Machine Vision Systems  No. 2015023CE-2 

 
Discontinuation Notice of High luminance Illumination and Strobe 
Controller FZ-LT series for FZ Series. (For China area only) 

 

 

 Product Discontinuation  Recommended Replacement 

 
High luminance Illumination and Strobe 

Controller for FZ Series 
 Light Units 

 
Model FZ-LT series Model FLV series 

 
[ Discontinuation date ] 

The end of March, 2016 
 
[ Caution on recommended replacement ] 

Please use exclusive power supply and extension cable, when using FLV series. 
 
[ Difference from discontinued product ] 

Recommended 
replacement Model 

Body 
Color 

Dimen-
sions

Wire 
connection

Mounting 
Dimensions

Charac-
teristics 

Operation 
ratings 

Operation 
methods

Model FLV-BR series * -- -- -- -- -- -- 

Model FLV-DR series * -- -- -- -- -- -- 

Model FLV-CL series * -- -- -- -- -- -- 

Model FLV-TCC series * -- -- -- -- * -- 

Model FLV-XC series * -- -- -- -- -- -- 

 

** : Compatible 
* : The change is a little/Almost compatible 
-- : Not compatible 
- : No corresponding specification 
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[ Product Discontinuation and recommended replacement ] 
Product discontinuation Recommended replacement 

Model FZ-LTW5015BR Model FLV-BR6022W 

Model FZ-LTW7530BR Model FLV-BR8532W 

Model FZ-LTW13015BR Model FLV-BR15020W 

Model FZ-LTW31DR Model FLV-DR6615W 

Model FZ-LTW50DR Model FLV-DR9215W 

Model FZ-LTW39CL Model FLV-CL40W 

Model FZ-LTW56CL Model FLV-CL60W 

Model FZ-LTA100 Model FLV-TCC1 

Model FZ-LTA200 Model  FLV-TCC4 

Model FZ-LT-EXV 1M Model FLV-XC1 

Model FZ-LT-EXV 3M Model FLV-XC3 

Model FZ-LT-EXV 5M Model FLV-XC5 

Model FZ-LT-DF5015BR Model FLV-BR6022DF 

Model FZ-LT-DF7530BR Model FLV-BR8532DF 

Model FZ-LT-DF13015BR Model FLV-BR15020DF 

Model FZ-LT-DF31DR Model FLV-DR6615DF 

Model FZ-LT-DF50DR Model FLV-DR9215DF 

Model FZ-LT-PL31DR Model FLV-DR6615PL 

Model FZ-LT-PL50DR Model FLV-DR9215PL 

Model FZ-LT-PL31DR-C No recommended replacement 

Model FZ-LT-PL50DR-C No recommended replacement 

Model FZ-LT-AD31DR No recommended replacement 

Model FZ-LT-AD50DR No recommended replacement 
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[ Body color ] 
Product discontinuation 

Model FZ-LT series 

 

Recommendable replacement 
Model FLV series 
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[ Dimensions ]  
Product discontinuation 

Bar Light  Model FZ-LTW5015BR 

 
 
 
 
 
 

Recommendable replacement 
Bar Light  Model FLV-BR6022W 
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Product discontinuation 

Bar Light  Model FZ-LTW7530BR 

 
 
 
 
 
 

Recommendable replacement 
Bar Light  Model FLV-BR8532W 
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Product discontinuation 

Bar Light  Model FZ-LTW13015BR 

 
 
 
 
 
 

Recommendable replacement 
Bar Light  Model FLV-BR15020W 
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Product discontinuation 

Direct Ring Light  Model FZ-LTW31DR 

 
 
 
 
 
 

Recommendable replacement 
Direct Ring Light  Model FLV-DR6615W 
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Product discontinuation 

Direct Ring Light  Model FZ-LTW50DR 

 
 
 
 
 
 

Recommendable replacement 
Direct Ring Light  Model FLV-DR9215W 
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Product discontinuation 

Simulated Coaxial Episcopic Light  Model FZ-LTW39CL 

 
 
 
 
 
 
 

Recommendable replacement 
Simulated Coaxial Episcopic Light  Model FLV-CL40W 
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Product discontinuation 

Simulated Coaxial Episcopic Light  Model FZ-LTW56CL 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Recommendable replacement 
Simulated Coaxial Episcopic Light  Model FLV-CL60W 
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Product discontinuation 

Strobe Controller Model  FZ-LTA100 

Model FZ-LTA100  
 

 
 
 
 
 

Recommendable replacement 
Camera-mount Lighting Controller  Model FLV-TCC1 

Model FLV-TCC1 
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Product discontinuation 

Strobe Controller Model  FZ-LTA200 

Model FZ-LTA200  
 

 
 
 
 
 

Recommendable replacement 
Camera-mount Lighting Controller  Model FLV-TCC4 

Model FLV-TCC4 
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[ Characteristics ] 
1.  Illumination 

Light Shape 
Luminescent 

Color 
Product discontinuation Recommendable replacement 

Bar White 

Model FZ-LTW5015BR Model FLV-BR6022W 

Model FZ-LTW7530BR Model FLV-BR8532W 

Model FZ-LTW13015BR Model FLV-BR15020W 

Direct Ring White 
Model FZ-LTW31DR Model FLV-DR6615W 

Model FZ-LTW50DR Model FLV-DR9215W 

Simulated Coaxial 
Episcopic 

White 
Model FZ-LTW39CL Model FLV-CL40W 

Model FZ-LTW56CL Model FLV-CL60W 

 
2.  Strobe Controller 

Item 
Product discontinuation Recommendable replacement 

FZ-LTA100 FZ-LTA200 FLV-TCC1 FLV-TCC4 

Applicable light *1 Appended Table 
FLV series (FLV-EP series and FLV-LN 
series are excluded.） 

Applicable camera FZ-S series FH-S series, FZ-S series 

No. of outputs 1-channel output 2-channel output 1-channel output 4-channel output 

Power supply voltage DC +12 V ±10% (supply from Camera) 
Supplied from applicable camera (12 V) 
or external power supply (24 VDC 10% 
(including ripple)) 

Auto-Light Control for 
High-Shutter Speed 

Yes (Selectable) Default: OFF No 

Strobe emission time 
Synchronous for Shutter timing of Camera 
(variable) 

Automatically set by vision system 
controller 

Vibration resistance 
10 to 150 Hz, half-amplitude: 0.35 mm (maximum acceleration 50 m/s2)  
10 times for 8 minutes each in directions 

Shock resistance 150 m/s2 3 times each in 3 directions 

Ambient Temperature 
Operating: 0 to 50°C  
Storage: -25 to 60°C 
 (with no icing or condensation) 

Operating: 0 to 50°C  
Storage: -15 to 60°C  
(with no icing or condensation) 

Ambient humidity Operation and storage: 35 to 85% (with no condensation) 

Material 
Case for strobe controller: PC/ABS 
Attachment for camera: Stainless steel: PC 

Case, Camera mount plate: Aluminum 
Cable: FPVC 

Weight Approx. 80 g (including Cable) 
Approx. 120g Approx. 130g 

(including the camera mount plate) 

Extension Cable  
(purchased separately) 

FZ-LT-EXV []M  
(indicate length in the square box ( [] ): 
1 = 1 m, 3 = 3 m, 5 = 5 m) 

FLV-XC[]/-XC[]R 
(indicate length in the square box ( [] ):
1 = 1 m, 2 = 2 m, 3 = 3 m, 5 = 5 m,  
10 = 10 m) 

 
*1. Appended Table: Applicable light of Recommendable replacement Model 

Light Shape Light Color Model 

Bar White 

Model FZ-LTW5015BR 

Model FZ-LTW7530BR 

Model FZ-LTW13015BR 

Direct Ring White 
Model FZ-LTW31DR 

Model FZ-LTW50DR 

Simulated Coaxial 
Episcopic 

White 
Model FZ-LTW39CL 

Model FZ-LTW56CL 
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3.  Optional Accessories 
Item Product discontinuation Recommendable replacement 

Extension cable 

Model FZ-LT-EXV 1M Model FLV-XC1 

Model FZ-LT-EXV 3M Model FLV-XC3 

Model FZ-LT-EXV 5M Model FLV-XC5 

Diffusion Plate 
for Bar-type Illumination 

Model FZ-LT-DF5015BR Model FLV-BR6022DF 

Model FZ-LT-DF7530BR Model FLV-BR8532DF 

Model FZ-LT-DF13015BR Model FLV-BR15020DF 

Diffusion Plate 
for Ring-type Illumination 

Model FZ-LT-DF31DR Model FLV-DR6615DF 

Model FZ-LT-DF50DR Model FLV-DR9215DF 

Polarizing Plate  
for Ring-type 
Illumination 

For Illumination 
Model FZ-LT-PL31DR Model FLV-BR8532DF 

Model FZ-LT-DF13015BR Model FLV-DR9215PL 

For Camera 
Model FZ-LT-PL31DR-C No recommended replacement 

Model FZ-LT-PL50DR-C No recommended replacement 

Adaptor 
for Ring-type Illumination 

Model FZ-LT-AD31DR No recommended replacement 

Model FZ-LT-AD50DR No recommended replacement 

 
 
 

Specifications and prices in this product news are as of the issue date and are subject to change without notice. 
Only main changes in specifications are described in this document. Please be sure to read the relevant catalogs, datasheets, product 
specifications, instructions, and manuals for precautions and necessary information when using products. 
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